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IPANEX WATERPROOFING CONCRETE ADMIXTURE

2 EXTERIOR WATERPROOF COATING-25-20 MILS
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STRUCTURE LI #4990
NOT 10 SCALE STRUCTIRE BASE #17 417 Po62019-1000-BLOOM
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STANCARLS OF PESIGN MINIMLIMS FECLIKED:
A)  CONCRETE MINIMUM COMPRESSIVE STRENGTH A) INWALLS #4 REBAR - NO WIRE MESH 10 BE USED,
Fle= 5,000 P9l @ 28 DAYS, ) INTOP AND BOTTOM SLAB- #5 REBAR- Z MATS- NO WIRE MESH 1O BE USED
B)  REINFORCING STEEL: ASTM A619, Fu= 60,000 P4, C) ENONEERED FOR ' O" COVER,
C)  PDESION SPECIFICATIONS: ACI 218, D) WATERPROOF , NON-SHRINK MORTAR SHALL BE USED 10 COMPLETELY SEAL AROUND INTERCEPTOR
D) DVESION LOADING: H-20 TRAFFIC RATED., COMPONENTS THAT PENETRATE THE VAULT WALL , INCLUPING ANCHOR BOLTS, VENT LINE ANP PIPING.
E) IPANEX. CRYSTAL-X OR AN APPROVED E) VAULT CASTING JOINTS sHALL BE CONSTRUCTED WITH AN APPROVED WATERSTOP
CONCRETE AUMIXTURE SHALL BE USED., F) ALL PIPES MINIMUM &' DIAMETER PVC.,
F) 6" THCK SIVE WALLS, a) CASTINGS AND LIPS SHALL BE EJIW 1020 SERIES OR EQUIVALENT, NON BOLT-DOWN AND LAZELED GREASE.
a) 8" THICK TOP AND BOTTOM SLAZ, F) INLET PIPE INVERT SHALL BE A MINIMUM OF 2" HIGHER THANK THE OUTLET INVERT,
H) VAULT CASTING JOINTS sHALL BE H) PIPE TO VAULT CONNECTIONS sHALL BE CAST FLEXIELE BOOT CONNECTOR CCAST-A-SEAL 402)
CONSTRUCTED WITH AN APPROVED OR CAST IN PLACE OASKET,
TYPE WATERSTOP,
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